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ABSTRACT

An ultraviolet source suitable for balloon and rocket payloads
for measurements of nitric oxide in the lower D-region of the
ionosphere has been developed. The source primarily emits 1236 &
and 1165 & photons obtained from an r. f. -~excited krypton discharge
in a resonator of coaxial geometry. Ultraviclet flux output greater
than 1014 photons/sec can be obtained from this source.

A systematic design philosophy is developed which enables
the photon output to be optimized with respect to photon wavelength,
gas pressure, r. f, frequency, resonator geometry, and gas to bhe

used. Critical factors in the design are discussed in detail.
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CHAPTER 1

INTRODUCTION

1.1 General Statement of the Problem

In 1963 R. A. Young (Whitten and Poppoff, 1965) suggested a
technique for measuring nitric oxide in the lower D-region of the
ionosphere. This technique consists of sending a suitable source of
radiation {one which would photo-ionize only the nitric oxide) into the
lower D-region and measure the ionization caused by the source,

For the measurement of nitric oxide by the Young technique a
compact, rugged, and lightweight ultravioclet source with sufficiently
high photon output {(which must radiate above 1119 X, but below 1340 R,
so as to ionize nitric oxide only) was required. Several types of
vacuum ultraviolet sources have been developed and have been
described extensively in the literature; all have been constructed
basically along the same lines. Generally, they consist of a container
filled with a suitable gas under low pressure fitted at one end with a
window that will transmit the photon wavelengths desired., At very
high frequencies the container is a resonant cavity in which the
discharge is maintained by coupling energy from a microwave
generator, At lower frequencies the container is typically a capacitive
portion of a resonant circuit in which the discharge is maintained at
resonance.

A compact Lyman—a(1216ﬁ) source was built by Gee {1966},
The source consisted of a quarter wave coaxial cavity shorted at one
end and fitted with a lithium flouride window at the open end, R.{,

energy was coupled into the cavity by a loop at the shorted end from
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a 1680 MHz 1/2 watt r,f, output R.C. A, 5794 telemetry tube, A
discharge was maintained behind a lithium flouride window with the
cavity filled with hydrogen at a pressure of about 1 mm Hg. In 1970,
Pontano, with slight modifications of the Gee lamp, built a source
which he used in his rocket borne experiment for the measurement of
nitric oxide in the lower D-region of the ionosphere, |
Unfortunately, the type of sources described above could not
satisfy simultaneously the requirements of compalctness, ruggedness,
and high photon output. Thus, work was undertaken to develop a
source which would meet the above requirements. In the following
chapters theoretical and Iphysical reasons which lead to an optimum

design are considered,
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CHAPTER II

THEORETICAL BACKGROUND

2,1 Photon Production and Cheice of Discharge Gas

The molecules of a gas can exist in a number of discrete
states. The ionization of the gas, i.e., a passage of electrons
through the gas, on the application of an electric field, results in
exciting the molecules to various of these states. In making
transitions from one state to another, the atoms emit radiaticn of a
definite wavelength, The probability of these various transitions
depends upon the nature of the gas, its pressure, etc. The processes
which take place are shown in Figure 2. 1. Thus, ionization is a way
of producing radiation,

Wilkinson {1955) was the first to investigate the spectrum of
ionized krypton. Later, QOkabe {1964} investigated the resonance line
of many rare gases and combination of gases under low pressure when
excited by a microwave discharge; Table 1 gives the result of his
work, He found that in the case of krypton the 1165 & line was about
23% as intense as the 1236 X line and that for Xe, the 1295 £ line was
about 20% of the intensity of the 1470 & line. On the basis of Table 1
and these considerations, it appears that the best gas to use would be
Kr or the HZ and Ar mixture since wavelengths in the region 1118 & -
1340 K are required with a minimum of input power. The 1236 Ris
resonance radiation of Kr, 1. e., it is the result of a transition of a
Kr atom from the lowest excited state to the normal state, In
particular, according to Wilkinson {1955), the resonance radiation of

Kr results from a 3P - lSO transition.

1
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Kr

10% Kr & He
20% Kr & He
Xe

10% Xe & He
20% Xe L Ax
10% HZ & Ar
20% N2 & Ar

5% O2 & Ar

Pressure
m.m, Hg.

Table .l (From Okabe)

Wavelength of
Resonant Line

A
1236,
1236,
1236,
1470,
1470,

1470,

1743,

1302,

1165
1165
1165
1295
1295

1295

1216

-45

-06

Generator
Output
Watts

10
60

50

30
20
60
50

30

Yield
Quantia/Sec

21.0x 10

23.0x 10



2,2 Emission of Radiation

The probability of resonance radiation being reabsorbed by
another atom with which it collides is very high, This atom in turn
may reemit the radiation, and in this way the radiation mavy be passed
from atom to atom before it finally escapes from the discharge., If
the gas pressure is high, the mean free path of the radiation will be
small and the radiation will undergo many such transitions. During
this process there is a strong probability that some of the atoms
while in the excited resonance state may collide with an electron
which has sufficient energy to cause ionization or excitation to a
higher state. In either case, the radiation emitted as the atom returns
to its normal state will be of a frequency other than the resonance
frequency. Thus the resonance radiation which is emitted from the
ionized volume are those that are at the outer layer of the discharge.
The higher the pressure, the lower is the probability of the resonance
radiation from within the discharge of reaching this outer layer
without making a callision which results in its transformation. On
the other hand, at extremely low pressures the number of atoms
available to be raised into the excited state becomes very small.
Thus, an optimum pressure between these two extremes exists at

which the radiation escaping from the ionized volume is maximized.

2.3 Energy Transferral Phenomena

When an electric field is applied to a gas in a container quite
different processes occur depending upon the frequencies of
electron-gas molecule collisions {collision frequency, v) and of the

applied field, f. For convenience, three distinct situations will be
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discussed individually, There are always a small quantity of free
electrons present in the gas due to cosmic or atmospheric radiations,
Furthermore, the container of the gas is assumed to be so large that

interactions with the walls will not be significant.

2.3.1 Infrequent Electron-Molecule Collisions (v <<f{)

These conditions exist whenever the gas pressure is very low
or the frequency is very high, The equation of motion of an electron
starting at a point x = 0 with an initial velocity component, Vg in the

direction of a uniform electric field, E, is

m 5 = eE_sin{wt + ) (2. 1)
dt

where ¢ is the phase angle of the field at the instant, t = o, Integrating
and applying the boundary condition dx/dt = v_ when t = o gives the

velocity at time t,

eE

v o=v_ +
o] Mo

[cosd) -cos(wt+¢):| (2.2)

and the displacement x in the direction of the field

eEO eEO
X = [vo+ rraT® cos ¢ t+ — sind - sin(wt + ¢)
mw :
(2.3)

Equation (2. 3) indicates that there is a drift motion at uniform speed
in the direction of the original velocity, superimposed upon which is a
sinuscidal oscillation of amplitude eED/mr.o2 which is pi‘oportional to
Eolfz. The electrons which are stationary when the phase of the
field is zero will oscillate about their mean position., Any initial

motion perpendicular to the field is unaltered.



The oscillatory component of the velocity of the electron will
not a,_bsorb any energy from the field, since it is always 90 degrees
out of phase with the field. If the electron moves without hitting any
gas molecules, the steady component wilil absorb energy from and
return it to th.e field in alternate half‘ cycles. Hence, if the collisions
are rare, very little energy is absorbed by thé electrons. When
these conditions exist, icnization of the gas is very improbable since
the electrons rar‘ely gain fhe energy reqt.J.ired for the ionization of the
gas atoms, Even low level radiation may not be possible because the
electrons may never gain the energy required for excitation of the

gas atoms to even lowest states.

2.3.2 Electron-Molecular Collision nearly once each
r.f. Cycle (f, sv e f,, where f; = v/10 and
fé =10v)

Consider only elastic collisions in which each electron loses
a very small fraction'('\- %3[1—) of the kinetic energy it has before
colliding with the gas molecules., In doing so the energy of the
electron which it had gained from the field has been nearly conserved,
while the phase of its motion has been changed enabling the electron
to make still further gains from the field. By this process the energy
of electrons can increase until their energy is enough to excite or
ionize gas molecules, the electrons gain energy from the field, and
lose it in collisions to the gas molecules.

The equation of motion in the direction of the electric field

of a representative electron can be written by defining a frictional

force, g4 drift which is proportional to the drift velocity,



m o —gp—— = eE, sinet - g0 grift (2.4)

A slow drift in the direction of the applied field is superimposed on
the random motion of the free electrons in the gas. By assuming that
the energy lost by collision is equal to the kinetic field energy gained,
the average drift velocity can be obtained to a first approximation
(Francis, 1960) by the calculation of the momentum gained by an

electron along a collision free path, in the field direction
v drift = C ek E/mvr (2. 5)

where, Vo is the random velocity of the electrons, C is a constant
close to unity which depends upon the energy distribution of the
electrons, and he is the average distance travelled between collisions,
Rewriting Equation (2. 5)

RS
T drift

= eE (2.6)
where, T is the average time of free flight of the electron between
collisions with gas molecules, 1/7 = v. In the steady state the rate
of gain of momentum by the electron is equal to the rate of loss of
momentum by collision. The right-hand side of Equation (2. 6)
represents the rate of gain in momentum by the electron. Hence, in
steady state the rate of loss in momentum is given by the left-hand
side of Equation (2, 6), From Equation (2. 4) eED sinwt = g 4 ipt

which gives g = % This value of g is only valid when the dimensions

of the container are much greater than he’ and, at any instant, the
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electrons are in a state of equilibrium with the field so that the terms
on the right-hand side of Equation (2. 4) are each much greater than
the left-hand side.

Integration of Equation (2. 4) gives the drift velocity of the
electrons,

el

v . dx | o] sin{wt - y) (2.7)
drift dt m .\/’E_T
¥ o+ w
where
_
tany = > {2.8)

Further integration gives the displacement, x

eEo os{wt - y) :
X = < 0¥ 4 constant (2.9)

In this case it is seen that the displacement is entirely oscillatory

about a mean position with an amplitude of eEO/mm v+ mz. The

high frequency electron current density ‘je (due to the drift of n

electron/ cm3) is

2
ne Eo sin (wt - )
i = nev, .. = (2.10)
e drift m N3
v2+ c.oz

The current lags behind the applied field by the phase angle y. The
instantaneous raté at which the ele—ctrons in unit volume gain energy
is piven by the instaneous pO;Wer, P, supplied by the field per unit
volume, i.e., by the product VI, V, the potential aéross unit cube is
numerically equal to the fielcél, E, while I, the currént through the

unit cube is by definition je. Hence
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2 .
P = Ej_ = (E_sint) [_‘;g_ E, iﬂ(ﬂ_ﬁl} (2.11)
‘ \/v2+ wZ
nezE 2
o cosy - cos 2wt (2.12)
Zm ’

v vz + coz
The steady rate at which electrons gain energy and deliver it to a

unit volume of the gas is given by the time average of this expression.

Since < cos 2wt > is zero, and using Equation (2. 8)

neZ'Eo v
P = T > (2.13)
v o+ ow

Comparing Equation (2. 13} with the steady drift motion of electrons

in a DC field, where

nezE
= E_nell tE_ |- —PC (2.14)
m

P = B DC myv

DC DCle DC

it is possible to define an effective steady (DC) field Eeff which would
transfer energy to electrons at the same rate as the actual applied

high frequency field whose root mean square value is Erms

(= EO/ \V 2). From Equations (2.13) and (2. 14) the relationship is

2
2 2 v
Eeff . Erms 2 2 {2.15)
v tw
Hence it is seen that the effectiveness of the electric field in

transferring energy to the electrons is modified by the quantity

vz/v2 + :.oz. Equation (2. 14) is not valid if v <<f, since in this case

the electron makes many oscillations before it hits a gas molecule,

making the concept of drift velocity inapplicable.
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2,3.3 Frequent Electron-Molecular Collisions (v >>{)

If v is neglected as compafed to w in Equation (2. 7) we get

eE

_ 0
Varift = mv

sin wt {2.16)

It is seen that in this case the motion of electrons is always in phase
with the field. Therefore the motion of electrons is determined
solely by their mobility where the mobility if given by e/muv.

Neglecting w as compared to v in Equation (2. 15) gives

2 2
EBott = Frms (2.17)
2.4 Selection of Optimal r.f. Frequency and Pressure {Collision
Frequency)

Ionization of the gas is necessary for photon production. For
the condition v <<f{, ‘the electrons oscillate out of phase with the
field, and the scarcity of collisions makes the energy transfer to the
electrons an inefficient process necessitating higher breakdown fields.
For the conditiohs v >>f, the efficiency of energy transfer is
high, but the number of collisions is also high to the extent that a
substantial amount of energy is utilized in elastic collisions, there-
fore, requiring increased breakdown fields., From this reasoning
it appears that for the minimum value of breakdown field the optimum
condition is fl <y < f2' Also, as indicated in Sectién 2.2 an optimal
pressure exists between the extremes of high and low pressure for
the maximum transfer of resonance radiation through the ionized

media to the surface. The above considerations lead to the conclusion
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that the condition f1 2 v 2 f2 should be satisfied while staying from
the extremes in pressure for efficient photon production. In later

sections numerical values for v will be obtained.
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CHAPTER III

DESIGN OF THE ULTRAVIOLET SOURCE

3.1 Background

The ultraviolet source is designed with the assumption that
the gases to be used are hydrogen and air, since much of the
experimental data which is vital for the design exists for these gases
only., The optimum design of the ultraviolet source for hydrogen and
air is believed to be nearly optimum for krypton as well; experimental
observations verify this., The UV sources will be designed with top
priority given for achieving lowest possible breakdown fields. The

condition that f. Zv z fz for a given v (pressure)'leads to a wide

1
range in the selection of . From Figure 3.1 the collision frequency

of hydrogen can be approximated by 6 x 109

p Hz. If the pressure is
arbitrarily selected to be . 15 Torr such that it is away from the
extremes, then v = 900 MHz, Quite different design problems arise

for fl = v/10 ¢ £ £ v than for v z f< I0v =1 Consequently the

3
design of two ultraviclet sources will be considered, 90 MHz < { <
900 MHz (lower frequency) and 900 MHz < f < 9000 MHz (higher

fregquency).

3.2 Design of the Lower Frequency Source

A coaxial cylinder was selected to contain the gas. One end
of the cylinder was fitted with a lithium flouride window, which has a
lower limit of transmission of 1040 &, The choice of window depends
upon the desired output spectra and the possible radiation frequencies

which are to be filtered out. The other end of the cylinder was
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closed by a metal plate containing a teflon insulated center conductor.
Breakdown of the gas in the cylinder can be achieved by the applica-
tion of a voltage of sufficient magnitude across the inner and outer
conductors to produce the required ionizing E field, This can be
done by using the cylinder as the capacitor of a series resonant
circuit {at resonance large circulating currents develop a high E
field within the capacitor) serving as both the frequency seléctive and
the feedback portions of a transistor power oscillator as illustrated
in Figure 3.2. In order to optimize the radii of the inner and outer
conductors which will give the minimum value of E field required for
breakdown, we will discuss briefly the. relation of the resonator
geometry to the ionization process,

We are interested in calculating the breakdown field for the
condition that 90 MHz < £ < G00 MHZ and the pressure is about . 16
Torr. Here only two significant processes occur, ionization due to
electron-molecule colli-sions, and diffusion of electrons and ions to
the resonator walls (from Equation (2. 9} the amplitude of oscillation of
electrons for the above conditions is much smaller than the distance
between the inner and outer conductors of resonators to be used, so
that electrons are not swept to the walls by the field). Ion-molecule
collisions are neglected due to the large mass of ions. In certain
gases electrons can be effectively removed by attachment to gas
molecules also; loss by recombination is usually negligible, except
when the concentration of charges are large. Breakdown will take
place if, on the average, a new electron is produced by ionization

for each one that giifoSes out of the container, Therefore, if the
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number of collisions an average electron must make before gaining
enough energy to reach ionization potential is equated to the number
of collisions an electron makes in diffusing out of the container, we
have a breakdown criterion,

The energy gained between collisions by the electron in the
electric tield is found as the change in the average value of the
square of the drift velocity

Eez
e

2

<AV D =< 2

at)y” > (3.1)

where Ee is the effective field, At is the time between collisions,
The average value of (At)z is 2/v2, and the change in energy between
collisions, expressed in units of voltage, is given <2£;- (sz)_‘>; we

therefore have the energy change between collisions

Au = (3. 2)

Dividing this into the ionization energy we obtain the average number
of collisions required for an electron to reach ionization energy

Nion = lonization energy (u;) / Au (3.3)

To find the average number of collisions required.for an
electron to diffuse out of the container we first find the root mean
square of the distance traveled in N collisions which is given

{Kennard, 1938) to be

<A2>=212N/3 (3. 4)
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If this distance, A, is called the characteristic diffusion length A

{see Appendix A), the number N is given by

N = 3/2 (AZ/JEZ) {3.5)

diff

where £ is the mean free path = ?\e, Equating the number of
collisions required for an average electron to reach ionization energy

to the number of collisions required for an average electron to diffuse

out of the resonator N. =N,..., we obtain mu.vZ/Eze = 3/2
ion diff i e
A%/ 2% which leads to
ﬂzmu.vz 2 2 4?.£2rr1u.v2
E 2 - 2/3 i or E 2 [y tw i
e Aze applied VZ 3A2e

(3.6)

Exact calculations of minimum breakdown field for fl Zve f2 are
difficult if not impossible, However, to obtain a rough estimate
asymptotic approximations will be used, i.e., the easily obtained
expressions for E field when v >>f and for E field when v << { will
be equated. For v << w

> 21 mu, e

EY = ——— (3.7)
3A e

The ionization energy for hydrogen is 15. 4 volts, The value of # =
?\e is chosen to correspond to an electron energy near the ionization
energy and can be found from the collision frequency given by Figure
3.1, This choice of £ is necessary since at low pressures the

average electron energies are much higher than they are at higher
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pressures; at high pressure elastic collision losses prevent many
electrons from reaching high energies. Knowing £, u, and m/e for

hydrogen we can write Equation (3. 7) as

Ex 220 (3. 8)

Figure 3.3 indicates that at high pressures, i.e., v>>f, the
required field for ionization is quite independent of frequency and can

be expressed as
E=10p ' {(3.9)

A simultaneous solution of Equations (3.8) and (3.9) is expressed as

2 .
‘ET] (3.10)

1
Z
A

Substituting the value of l/A2 for a coaxial geometry from

Appendix A we have

. 331
a

T

o = pt(n/s5)% , (3.11)

where a is the inner con.duct-or radius and L is the length of the
coaxial cylinder. Equation (3.10) is valid for the ratio h = b/a = 10
where b is the outer conductor radius. A family of curves for a vs,

p for different values of A= c/ffor h= 10 and L = 2.5 cm are drawn
in Figure 3.4. Different sets of values for h and L will give
additional family of curves. Specifying h and L arbitrarily, optimum
breakdown field can be obtained for any desired pressure by selecting
the appropriate value of a. The details of this procedure are found

in Appendix A.
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A low frequency source, with parameters (a = .2 cm, f = 100
mc, p=.2 Torr and LL = 2,5 ¢m) chosen in the light of the above
discussion and the convenience with which these parameters could
be realized in practice, was built., The results obtained from this

source are discussed in Chapter IV,

n,

¥
3.3 Design of the Higher Frequency Source (9300 MHz < v <
9000 MHz

It is incorrect to apply lumped element concepts to the desigﬁ
of the higher frequency gas container as was done for the lower
frequency case. Instead, transmission line concepts must be
employed; in particular, a coaxial quarter wave resonator was
selected to contain the gas with a lithium flouride window placed at
the high impedance end. In this container the electric field is not
uniform, regardless of the method used in coupling energy into it,
The non-uniformity of the E-field necessitates the use of a different
procedure than the one used in the design of the lower frequency
case and is explained in Appendix B. A plot of the breakdown voltage
as a function of b/a for different values of pa (p = 1 mm) for a given
ph (A = 20 cm) is shown in Figure 3.5 and is obtained from Appendix
B.

The choice of p = 1 mm is high as compared to p = . 15 mm
used in the low frequency case, which was indicated as a possible
optimum for resonance radiation transport out of the ionized media,.
But in the high frequency case transport of radiation out of the ionized
media is not nearly as important because ionization takes place only
at the high voltage end of the cavity which is directly behind the

window., Hence, p was selected to be 1 mm because it facilitated
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the use of data given by Figures B.1, B.2 and B.3, and as indicated
in the lower frequency case this pressure change should not alter
ease of ionization very greatly. For A = 20 ¢cm and p = 1 mm the
choice of a convenient value of h = 8§ gives the value of a = .2 cm for
minimum value of breakdown voltage. With these values for a and h
a resonator was built with L = A/4 = 5 em.

Different methods of coupling energy into the gas container
were used. The quarter wave anode-grid cavity of a 1680 MHz
R, C.A. 5794 telemetry tube was combined with the gas container to
form a half wave resonator as shown in Figure 3,6. The frequency
of oscillation is nearly the same as for the original tube. The feed-
back is primarily internal through the anode-cathode capacitance.
The voltage at the window end of the container is higher than that at
the grid-anode cross section of the tube since ZOZ is higher than ZOI'
Consequently the discharge takes place just behind the window. The
results are discussed in Chapter IV.

A voltage step-up was also achieved for cases in which the
cross section of the gas container did not vary, i.e., the impedance
of the coaxial line used in the anode-grid cavity was invariant with
position, The step-up voltage at window end from that at the
grid-anode gap was achieved by physically moving the grid-anode gap
closer to the junction of the cavities while keeping the A/4 electrical
length of the grid-anode cavity by adding capacitance at the grid-anode
gap. In this method the gas container was not designed for optimum
breakdown since the goal was to keep the radii of the container the

same as the original grid-anode cavity of the tube for convenience,
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This can be used to further enhance the "stepped' cavity previously
described. Although the system oscillated as predicted and with
great strength the discharge was not obtained, thereby underscoring

the need for designing the container for minimum breakdown field.
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CHAPTER IV
RESULTS AND INTERPRETATIONS

The breakdown optimization techniaues of Chapter IIT were
applied to the design of a lower frequency (fl Z v) and a higher
frequency (v 2 fz) UV source, These sources were constructed and
test results are compared with each other and with the predictions
of Chapter IIl. Special note is made of critical factors in optimization

of photon ocutput,

4,1 Optimum Photon Output as a Function of Gas, Pressure and

Frequency, Etc,

Maximum photon output for the lower frequency source (L.f. s.)
was 5 x 1014 photons/sec with krypton for a pressure of .2 Torr.
For the same pressure the photon output dropped to 5 x 1013
photon/sec with hydrogen. The maximum photon output for the

13 photons/sec and

higher frequency source (h.f. s.) was about 2 x 10
I x 1013 photons/sec with krypton and hydrogen respectively for a
pressure of 1 Torr. The greater increase in photon output in the
lower {requency source as compared with the higher frequency source
when krypton is used instead of hydrogen may be attributed to the
larger volume of ionization in the lower frequency source,

Maximurn photon output was obtained at a pressure of .2 Torr
and 1 Torr for the 1.f.s. and h.f. s., respectively. The photon
maximum at . 2 Torr in the. 1.f.s. suggests an optimum comptromise

between resonance radiation transport phenomena and the number of

atoms available to be put into the excited states once ionization has
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taken place. The maximum photon output in the h,f. s. occurred at
a higher pressure than was anticipated. Here resonance radiation
transport phenomena is less significant because the ionization takes
place in a small volume just behind the window, and it is more
important to have a higher number of atoms available to be put into
the excited states for maximum photon output.

In the 1.f. s. as the applied frequency was varied between 100
and 300 MHz no noticeable chaﬁge in photon output was experienced.
Frequencies above 500 MHz were not used because of the difficulty
of using lumped elements in this range. In h.f.s. the frequency used
was about 1700 MHz.

Cleaning of the lithium flouride window with benzene increased
the photon output an order of magnitude. Unfortunately this was
observed when working on the 1. f. s, and work for the h.f.s. was
completed. Thus the photon output for the h.f. s. could have been

higher had this effect been observed earlier.

4, 2 Saturation of Photon Output with Increased Input Power

It was observed that the photon output was not a linear function
of input power in both the 1.f.s. and h.{. s.; it leveled off at certain
amount of r.f., input power. A possible explanation for this phenomena
can be given if the amplitude of electron oscillation is taken into con-
sideration. From Equation {2, 9) the amplitude is eEO/mm vz + mz;
for a given pressure and frequency the amplitude is proportional to
Eo’ which is proportional to input power. Thus increasing the input

power increases the amplitude of electron oscillations which when

comparable to the distance between inner and outer conductors causes
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an additional loss of electrons from the ionized media to the walls of
the resonator. A limitation (and even a possible reduction) in the
intensity of ionization and, hence, in photon production results, In
order to increase the photon output by increasing input power beyond
this saturation level the distance between the inner and outer
conductors should be increased and appropriate values of 'a' and 'h'
can be selected from Figure 3.5. This will alter the breakdown
conditions from minimum required E, but an optimization of required
E can still be achieved for constraint of photon output by using

methods of Chapter III.

4.3 Effect of Superimposing DC Field on AC Field

A DC field was superimposed on the applied AC field in the
low frequency case, It was observed that the DC field changed the
pattern of the discharge inside the resonator; depending upon the
polarity of the applied DC field the discharge could be concentrated
near the center conductor or the outer conductor, It was not possible
to initiate ionization with DC field superimposed on the AC field, and
there was a very slight increase in photon output if the DC field was
superimposed after ionization took place.

These effects can possibly be explained by realizing that the
ionization depends not only upon the magnitude of the field, but also
upon its frequency, the collision frequency, and the characteristic
length of the container. Ionization can occur during two portions of
an r.f. cycle. If a DC field of comparable strength to the r.f. field
is superimposed, the ionization is reduced to one period of the r. f.

cycle, while the time of deionization (loss of electrons by diffusion
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to the walls of the resonator) is increased. The increase in ionization
by increased electron velocities is not enough to offset the increase

in deionization thereby requiring a higher ionization AC field and only
a slight increase of ionization intensity once icnization has taken
place. However, once ionization has been initiated it appears that
sufficient excess electrons exist such that this increased deionization
time is insufficient to overcome the increase in ionization which

occurs when the DC and r.f. fields add.

4.4 Ionization Field

The ionization of the gas was achieved with ease for the
pressure range .1 Torr to 1 Torr in both 1.f. s. and stepped inner
conductor version of h.f, s. which suggests that the applied E field
was well above the minimum required for ionization. This provides

a degree of confidence in the optimizing methods of Chapter IIL



CHAPTER V

CONCLUSIONS

Ultraviolet sources for the lower and higher frequencies have
been designed and fabricated with the data available for hydrogen
and air, It was found that these designs gave similar results for
krypton as well with only slight modifications in the container
dimensions, though this does not imply that these are optimum
designs for krypton. To determine the optimum design for krypton
or an other desired gas, experimental data such as that available for
hydrogen and air is required; the remainder of the procedure is as
indicated in Sections 3. 2 and 3. 3.

The photon output of the sources decreased gradually as a
function of time. The possible reasons for this include the
deterioration of the transmission propertieé of lithium flouride
window and the increase in pressure of the gas in the container. It
is suggested that magnesium flouride window be used instead of
lithium flouride; these have been used by Young (1967) with improved
performance in his design of the UV source,

The lower frequency source is more efficient than the higher
frequency source. It is very likely that the photon output of the lower
frequency source can be further increased if additional time is spent
to empirically obtain an optimum compromise between the ease of
breakdown of the krypton gas and photon output, though variations of

container dimensions, and gas pressure.
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APPENDIX A

Calculation of the breakdown field for the condition that f1 <

v < f. requires only including two processes as significant, ionization

2
due to electrons colliding with gas molecules, and diffusion of
electrons to the walls of the resonator. With the rate of diffusion
specified by a diffusion coefficient D, we define a diffusion potential

as the product of the diffusion coefficient D and the electron concen-

tration n; the current flowing in the gas due to diffusion is given by
T = -¥Y(Dn)

where J is the current density. The continuity equation for electrons

is
on = = .
-gt— +VJ - nir = 0 (A. 1)

where 1iis the ionization rate per electron. Assuming that the
diffusion coefficient is independent of spatial variations, we can

write Equation (A. 1) as

1 8 - D 2
3 - Vi = $V0n (A.2)

If the ionization rate is independent of spatial variations, both sides

of equation can be set to a constant, k, so that

(A.3)
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For gas enclosed in a coaxial cylinder, as shown in Figure A.l,

Equation (A, 3) becomes

2 2
2 2 1 | on 1 g n o n 2
Vn+kcn_?'3_f T 57 +:Z 52-_+_;'2'+kcn_0

A product solution of the form

n = R(r) & (¢) 2(z)

is assumed and the method of the separation of variables yields the

following set of equations:

2

d <I>/d¢2+p2¢ = 0 (A. 4)
2

d“z 2

dz

R 1 dR 2 .2 2,2

d_z_+.IT E‘.+(—q +kC -p/rYR = 0O (A, 6)
N :

Equation {A. 3) has a solution

? = Asinp¢ + Bceospéo (A.7)
while the solution of Equation (A. 5) is

Z = Csinqz + Dcosqz - {A.8)

Equation (A. 6) is almost a Bessel equation and would be exactly one if

2 2
(k" +4q") were replaced unity. This can be done by letting R(r) =

_f 2 ) /
Rl (V-9~ + kc2 r} and defining -q2 + kczr =Ty then Equation (A, 6)

becomes dleldrIZ + 1/r1 deldrl +{1 - p2/r12) R, =0. This is
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Bessels' equation of order p with ry, as the variable which has a

general sclution
R(rl) = R(r) = E Jp(rl) + FNp(rl)

where Jp and NP are Bessel functions of the first and second kind,

respectively. Thus the general solution for n is

n = (Asinpd + Becosp¢) (Csingz + Dcosq z) I:BJP (rl) +

FNp{rl)}

It remains now to evaluate the constants. 'A' may be set
equal to a zero arbitrarily, since this merely amounts to rotation of
the system to a point where the harmonic variation in ¢ appears as a
simple cosine function rather than a combination of sine and cosine
terms, Next, the solution must be periodic in ¢ with a period of 2n
since n is a single-valued function of r and ¢. Thus p must be
restricted to integral values {zeros included), The solution reduces

to
n=DBcosp¢{Csingz + Dcosqz) [EJp(rl) + FNP(rl):|

where p can take on only integral values. Applying the boundary
condition that n = 0 at 2 = 0 and dn/dz = 0 at z = L, which is true for
all r and ¢, since no eclectrons are moving past the window or exist
at the walls of the resonator. Thus D=0 and CqcosqL =0 or q =
yn/2L, wherey =1, 3 - - -, Frorﬁ practice, the electron distribu-

tion is expected to have no variation in ¢ which corresponds to p = 0
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and only the lowest order variation in z, t.e., y=1. Applying the
boundary condition that n = 0 at r = a and r = b, which is true for all

values of z and ¢, with p = 0 and y = 1 gives

-3 > .
I, D/kc - {w/2L) 2|

—_ — = -F/E
N, }/kc?‘ - (Tr/21.,)?‘ a
T, \/kcz - (Tr/ZL)Z b

- —— = -F/E
N, _\/kcz - (1T/2L)2' b |

or

_ 2 .2 2 2
I, -[-\/kc (n/2L)°  a 1% -|:\/kc ~(r/2L) b:l Ao

N_ chz (v/21)% a N, [\/kcz (n/21y° b}

Letu ='\/k¢2 -(n-/ZI_.)2 a and define h = b/a so that Equation (A. 9)
becomes
T, T (uh) o 10
No(u) No(uh)

Solving for the first root of Equation (A. 10), since lowest order

solution is required, we obtain (Watson, 1952)

(h - 1yu" = 2.983 oru' = ,331
therefore
'\/kcz - (W/ZL)Z a = .33} or kc2 = (. 331/&)2 + (-n-/.?.J'..,)2 ;
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Since kcz = k/D has the dimensions of reciprocal of distance
squared, it is written as k/D =1/ AZ, which defines A as the

characteristic diffusion length,
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APPENDIX B

The continuing equation for electrons is as before {See
Appendix A) n/8t + VT - nv = 0. In the higher frequency case, J =
-V (Dn) = -D ¥Vn - nVD; -DVn is the diffusion current density and
-nVD is the current density due to the kinetic energy gradient, which
is present due to the non-uniformity of the E-field in the resonator.
The continuity equation now becomes

on

5 - v = D/n Vzn +V2D (B. 1)

B

From Equation {B. 1) it is clear that the procedure used to obtain the
breakdown field by calculating A in the lower frequency case is not
applicable here because of the additional term VZD. The breakdown

condition from Equation (A. 1} is
vn+V2 (Dn) = 0 (B. 2)

Equation (B. 2) can be rewritten as Vz(Dn) + -.an}EIZ/DE2 =0, or,

v¥(Dn) + {DaE% = 0 (B. 3)
where { = v/DEZ, and is defined as the high frequency ionization
coefficient (Herlin and Brown, 1948). The solution of Equation (B. 3)
for particular geometries, with the use of { derived from uniform
field measurements, leads to calculated breakdown fields in good
agreement with those found by experiment (Herlin and Brown, 1948},

and will be discussed below.
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For a quarter wave coaxial resonator the electric field is

given by
E = (V/r £nbfa) sinm z/2L (B. 4)

where V is the voltage at the center conductor, a and b are the
inner and outer conductor radii,r L, is the length of the cavity, r and
z are the radial and axial space coordinates. Substitution of this
value of E in Equation {B. 3) leads to a non-separable egquation. If it
is assumed that a is much smaller than L, the electric field in the
region near the center conductor where ionization will occur due to
the large value of E does not vary much with distance along the

conductor; in that case
E =V/r ¢ nbla {B. 5)

The plot of { for air vs. E/p with p\ as a parameter,
obtained by Herlin and Brown (1948) for uniform fields between
parallel plates, is shown in Figure B. 1. From Figure B.l and
Equation {B.5) L Ez can be computed as a function of position. With
this approximation Equation (B.4) is a second-order linear differ-
ential equation in r only, To solve Equation (B. 3) numerical
integration must be used since { -is given from numerical data.
Herlin and Brown (1948) have shown that { can be approximated by
£, (E/Ea) B-2 with results within one percent of agreement with that
obtained from numerical integration. La and E_ are the values for {
and E at r = a. {p-2)is the slope of curve in Figure B.1 on a

logarithmic plot for the value of E/p at r = a on the appropriate ph
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curve, and is shown in Figure B. 2. In general the above approxi-
mations are accurate near the center conductor only, but if b/a is
small they are accurate throughout the entire cavity. For large
values of b/a this approximation can still be used with slight
inaccuracy because the icnization is most pronounced near the center
conductor., Using the approximate value of { and combining Equations

(B. 3) and {B. 5) we get

402 1D 12 (a/r)Pn = 0 (B. 6)
dr

where k2 = ;aEaz and whose solution is

Dn = Z_ [—B% ka(a./r)“a—z)/2 ] {(B.7)

where Zo is the zero order solution of Bessel's equation, Applying

the boundary condition that Dn = 0 at r = a and r = b we get

J (m) No[(b/a)(p i Z)mfz:i ) JO[(b/a)(B- Z)mfz] No(m) =0

(B. 8)
where m = 2/B8-2 ka (a/b)zl(ﬁ- 2). Roots of this equation are
tabulated (Watson, 1952), giving m as a function of (b/a)z/(ﬁ- 2).

2/(B-2)

Multiplying m by (b/a) we get the curve of Figure B. 3, which

gives [2/(B-2)] ¥ as a function of (b/a)>’ (P2,
To find the breakdown voltage, V as a function of b/a, the

following procedure is used:
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Pressure (p) and frequency (A) are selected in

Chapter II.

The radius of the inner conductor (a) is chosen for

convenience,

From Figures B. 1 and B.2 kz/Ea2 and (P -2) are
obtained for any desired value of Ea/p. Then Zka/
(B -2) is computed from these, which gives

(b/a)zlm-z)

from Figure B. 3. From this latter

b/a and V are calculated using Equation (B, 5),
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